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PCIE x1 Extension Flat CABLE

GwydionNo. PART NO. Q'TYDESCRIPTION

Part-Number Length (mm)

3D VIEW

1

7

3 4Pcs

CABLE,(WIRE20P=30AWG×12P,28AWG×8P),PE ;JACKET:BLACK,OD=1.4×13.2mm (95±10Ω),TPECABLE 1Pcs

2Set

Connector PCI-E x1 ,32PIN,Straddle Mount, Flank, Black, Open type, ROHS/HF Connetor

Tape Acetate cloth tape

4

Screw M2 screw & hex nut

5

PAD 3mm thickness FR4 PCB PAD

1Pcs

6

2 2Pcs

FEATURES:
Specification: PCIe 3.0 x1
Bandwidth: 8Gbps (Max.)
Function: PCIe x1 extension cable 
PHYSICAL PROPERTIES:
Operation Temp. Range: -20°C to 80°C 

ELECTRONIC CHARACTERISTICS:
Current Rating: 75W (Max.)
VoLtage Rating: 12V/3.3V ac(r.m.s) Max.
Spark test: 1200V
Dielectric strength test: Minimum 600V in 1 miute
Insulation resistance: Minimum 95MΩ-Km
Differential Impedance: 95Ω
Pair match impedance: ±5Ω
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50±5R11SF-5cm
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30±5R11SF-3cm
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